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05CEZ-02

PRE-CHECK

1. DIAGNOSIS CHECK
HINT:
Diagnosis system mode is operated as follows.

RSE system normal operation

|
Diagnosis start-up w/ Navigation system (See page 05-1784)
w/o Navigation system (See page 05-1618)

Start-up of the diagnostics function for the "audio system
and navigation system” is linked with the start-up of the
diagnostic function of the "rear display”.

Diagnosis Inspection

ASE-ECU : OK Rr-TV 10K

Select "MENU" and enter
"Diagnosis MENU” using a
remote controller.

Diagnosis MENU

Enter
Enter "Service Check Mode.”
"Display Check.” (See step 2)

(See step 3)

Display Check Service Check Mode

RSE-ECU :0K Rr-TV 10K

N 135064
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HINT:

RSE system inspects the devices consisting of Sub AVC-LAN

multi-display controller sub-assy.

(@) Starting Main AVC-LAN diagnosis mode (See page
05-1784 , 05-1618).

HINT:

. Starting Main AVC-LAN operates the diagnosis mode,
and sub AVC-LAN also automatically enters the diagno-
sis mode and performs the diagnosis mode operation on
the multi-display controller sub-assy.

. Use a switch & volume assy to operate diagnosis mode.
(b) Finishing the diagnosis mode.
Turn the ignition switch off to finish the diagnosis mode.

Switch &
Volume Assy:

N 135000
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2.  SERVICE CHECK MODE
HINT:

"Service Check Mode” is operated as follows.

Service Check Mode

Enter
"Diagnosis MENU.”
(See step 1)

RSE-ECU : OK Rr-TV

— Recheck

Master Component
Registration clear-
ance

Y

Unit Check Mode

LAN Monitor
Rr-TV
Current Memory Occured Date/Time
| i RSE-ECU : fouad ATV 10K

01-21 58-61 00/04/20 12:00:00

58-61 58-63 01/07/01 10:41:05

58-63

A
DTC clear
Y

DTC memory clearance

LAN Monitor
RSE-ECU

Code  Sub-Code Code  Sub-Code

01-DB  160-72-5 01-E3 170-41-3

01-E5 -AF-1 01-DC  160-72- 1

01-D6 -09-2

01-DC  160-72- 1

01-E1 -3
N 136928
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(@) Service Check Mode
(1) Start the Diagnosis System.

Service Check Mode

ERSE-TLE: OK ERr-_TV_] : *6 Display Item Function
—I *2 Component names including optional
*] *1 components (15 components max.) are
Component Names/*1 displayed. When the names are not
*7 * *3 *5 identified, their physical addresses are
| | displayed.
Check Result/*2 Check results are displayed.

N 135066 } . .
Pressing this switch for 3 sec. deletes all

Memory Clear switch/*3 the information about master component
registration.

Pressing this switch for 3 sec. deletes
DTC Clear switch/*4 diagnosis memory of all the components.
It deletes the check results.

Pressing this switch performs Service

%
Recheck/*5 Check again.

Pressing this switch activates the Diag-

MENU/*6 .
nosis Menu screen.

Pressing this switch activates the LAN
LAN Monitor screen switch/*7 Monitor screen, which displays the log-
ical address 01 with DTC DO - FE.

Components:/*1

Display Name
RSE-ECU Multi-display Controller Sub-assy
Rr-TV Television Display Assy

HINT:
Service Check displays the check results based on the informa-
tion obtained from each component’'s response to "System
Check Execution” and "Diagnosis Memory Request”, and the
information of "Current DTC Notification” (the "Unit Check” that
will be displayed on the next screens).

(2) Read Check Result

Check Result Meaning
OK No DTC is identified.
EXCH One or more DTCs requesting an exchange are detected.
CHEK One or more DTCs requesting a check are detected.

No connection response to Diagnosis System start-up,
however it has connection response to the AVC LAN sys-

NCON tem when the power switch is turned on (when IG is turned
to the ACC position).
Old One or more DTCs are detected because of old version.
No response to the information about the Diagnosis System,
NRES . . .
whereas it responds to the Diagnosis System start-up.
HINT:

e After repairing and checking, press "Code CLR” for more
than 3 seconds to delete diagnosis memory.

e  After deleting diagnosis memory, press "Recheck” and
make sure "OK” is displayed on the screen.
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Unit Check Mode

Rr-Tv_ I
Current | Memory Occured Date/Time
01-21 58-61 00/04/20 12:00:00 *\3
58-61 58-63 01/07/01 10:41:05
58-63 \/
V 2
*5 *6 *4

135067
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(3) "EXCH?”, "CHEK” and "Old” can be used as switches
to activate "Unit Check Mode” for detailed informa-
tion. When inspecting the malfunctioning area, refer
to the DTC code list.

Display Item Description
Name of component to be checked is
Component name/*1 .
displayed.
Pressing this switch for 3 sec. deletes
DTC clear switch/*2 DTC memory of the selected diagnosis
component.

Pressing this returns to the Service

) N
Service check mode screen switch/*3 Check Mode screen.

The date and time stamped at the time of
DTC occurrence are displayed in the or-
Date/Time/*4 der of year-month-day-hour-minute-
second. (If the date and time data is in-
valid, it is displayed as a blank.)

Up to 6 DTC codes detected during the

*|
Current/ *5 System Check are displayed.
DTC memories stored and current DTC
Memory/ *6 —_ .
notification are displayed.
HINT:

. Detecting unit DTC activates the "Unit Check Mode” on
the screen.

. In the "Unit Check Mode”, DTCs which are identified as
"EXCH" in the "Service Check” are classified into "Cur-
rent” DTC and "Past” DTC.
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(4) "CHECK” can be used as a switch to activate "LAN
Monitor” for detailed information. When inspecting
the malfunctioning area, refer to the DTC code list.

LAN Monitor

RSE-ECU :

Rr-TV 1 OK

Display Item Description

Names of component to be checked are

%
Component name/*1 displayed.

Logical address codes corresponding to

%
Segment/2 DTC are displayed.
N 135068 DTC/*3 DTC is displayed.
Sub-Code (address numbers of related | Physical address codes memorized to-
n components)/*4 gether with DTC are displayed.
LAN Monitor %1
RSE-ECU Sub-code (Connection confirmation Connection confirmation numbers mem-
Code  Sub-Code Code  Sub-Code number) /*5 orized together with DTC are displayed.
01-DB  160-72-5 01-E3 170-41-3 . The number of occurrence of the same
01-E5 -AF-1 01-DC  160-72- 1 Sub-code (Number of occurrence) /*6 DTC is displayed.
01-D6 -09-2
01-DC  160-72-1 *4 *5 *6 HINT. i i i
01-E1 .3 . Detecting no LAN DTC activates the LAN Monitor on the
*2/ \*3 screen.
N 135060 The LAN Monitor chooses and displays the LAN DTC out

of DTC of components identified as "CHEK” in the LAN
Monitor.
(5) Read Check Result

Check Result Meaning

OK No DTC is identified.

CHEK One or more DTCs requesting a check are detected.

No connection response to Diagnosis System start-up,
however it has connection response to the AVC-LAN sys-

NCON tem when the power switch is turned on (when IG is turned
to the ACC position).
No response to the information about the Diagnosis System,
NRES . . .
whereas it responds to the Diagnosis System start-up.
Old One or more DTCs are detected because of old version.
HINT:

e After repairing and checking, press "Code CLR” for more
than 3 seconds to delete diagnosis memory.

e  After deleting diagnosis memory, press "Recheck” and
make sure "OK” is displayed on the screen.
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3. DISPLAY CHECK MODE
HINT:
Display check mode is operated as follows.

Display Check

Enter
"Diagnosis MENU.”
(See step 1)

REMOTE COMMANDER CHECK

REMOTE COMMANDER Check

SwW Namel:l is being pushed.

At a push of SW beep sounds.

Enter SW cannot checked.

Color bar Check Mode

Please check to see that each color name
is corresponding to each color on the bar.

Select color by
remote control
operation

Press ENTER on
remote control

The entire screen is changed
to the color which is selected
in the color bar check mode.

135070
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Display Check (@) Display Check Mode
Display Contents
Color Bar Check/*1 Color display is checked.

N 135071

Color bar Check Mode

Please check to see that each color name
is corresponding to each color on the bar.

Select color by A Press ENTER
remote control on remote
operation Y control

The entire screen is
changed to the color
which is selected in
the color bar check
mode.

N 135072

REMOTE COMMANDER CHECK

REMOTE COMMANDER Check

SwW Name|:| is being pushed.

At a push of SW beep sounds.

Enter SW cannot checked.

N 135073
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Remote Commander/*2

Operating condition of remote command-
er display is checked.

HINT:

In Display Check Mode, above

(b)
(1)
(2)
(3)
(4)
(5)
HINT:

checks can be performed.

Display Color Bar Check

Start the Diagnosis System.

Select "MENU".

Select "Display Check”.

Select "Color Bar Check”.

Make sure that each color name is corresponding
to each color on the bar.

Select Black, Red, Green, Blue, White and Stripe to display se-
lected colors and stripe on the entire screen.

(6)

(©)
(1)
(2)
(3)
(4)
(5)

Compare the color with the "Color Bar Check”, and
make sure that the color is the same.

Display Remote Commander Check

Start the Diagnosis system.

Select "MENU".

Select "Display Check”.

Select "Remote Commander”.

Press each switch and make sure that it corre-
sponds to the display on the screen.
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