
I39187

Gateway ECUCenter J/BInstrument Panel J/B

Passenger Side J/B

Instrument Panel J/B

I15
IGNITION SW

F7
FL Block

Engine Room J/B

Center J/B

IG

ACC

BATT

GND

CG

RAD No.2

IG1

ACC

IG1 AM1

AM1

ALT

D.C.C DOME

IBBattery

FL MAIN

W-B

W-B

W-B

W

3F
13

3G
6

3G
5

G5
14

G5
7

2A
3

2I
1

3

1 2
W

4

3

2
W

1C
6

2 1
1A
1

V
IK3
12

V4H
6

4D
11

V
IL2
11

LG

L

G

1C
2

1C
7

1J
6

1K
10

W

GR

3F
9

3A
8

3A
10

3F
8

3D
1

3I
1

LG

SB

B

G5
8

G5
9

G5
2

B

05-1834
-DIAGNOSTICS NAVIGATION SYSTEM

2024Author�: Date�:

2005 HIGHLANDER REPAIR MANUAL   (RM1144U)

POWER SOURCE CIRCUIT (GATEWAY ECU)

CIRCUIT DESCRIPTION
This circuit provides power to the gateway ECU.
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INSPECTION PROCEDURE

1 INSPECT GATEWAY ECU(BATT, ACC, IG, GND ,CG)

(a) Disconnect the gateway ECU connector G5.
(b) Measure the resistance according to the value(s) in the

table below.
Standard:

Tester connection Condition Specified condition

GND - Body ground Always Below 1 Ω

CG - Body ground Always Below 1 Ω

(c) Measure the voltage according to the value(s) in the table
below.
Standard:

Tester connection Condition Specified condition

BATT - GND or CG Always 10 to 14 V

ACC - GND or CG Ignition SW ACC 10 to 14 V

IG - GND or CG Ignition SW ON 10 to 14 V

NG REPAIR OR REPLACE HARNESS OR
CONNECTOR

OK

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN DIAGNOSTIC TROUBLE CODE CHART
(SEE PAGE 05-1791 )


