DIAGNOSTICS

05-1715

REAR SEAT ENTERTAINMENT SYSTEM

OSATT-04

POWER SOURCE CIRCUIT(MULTI-DISPLAY CONTROLLER

SUB-ASSY)

CIRCUIT DESCRIPTION

This circuit is the power source circuit to operate the multi-display controller sub-assy.
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INSPECTION PROCEDURE
1 INSPECT MULTI-DISPLAY CONTROLLER SUB-ASSY(+B1, ACC, GND, SELD)

Multi-display Controller Sub-assy: (@) Disconnect the connector from the multi-display control-

.@ _.@ ler sub-assy.
[ (b) Measure the resistance according to the values in the

+B1 _[[seL ol e o) table below
] A g .
e N W \W(é\% Standard:
REUERRENE Tester connection Condition Specified condition
GND - Body ground Always Below 1 Q
SELD - Body ground Always Below 1 Q
n ACC ~ "GND 7211  (C)  Measure the voltage according to the values in the table
below.
Standard:
Tester connection Condition Specified condition
+B1 - GND Always 10to 14V
ACC - GND Ignition SW ACC 10to 14V
NG REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(See page 05-1704)
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