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DIAGNOSTICS - THEFT DETERRENT SYSTEM —

ENGINE HOOD COURTESY SWITCH CIRCUIT

CIRCUIT DESCRIPTION

The hood door courtesy switch is built in the engine hood lock assembly. The switch comes on when the
engine hood is opened and goes off when the engine hood is closed.
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INSPECTION PROCEDURE
1 INSPECT SECURITY COURTESY SWITCH

Not Pushed (ON) . (@) Remove the courtesy switch.
Security (b) Measure the resistance of the switch.

Courtesy Switch - — — —
Tester Connection Condition Specified Condition
1-2 Pushed (OFF (Lock 10 kQ or higher
Pushed 1-2 Not push ;(ON ((U I ))k)) Bel 1?)
- ot pushe nloc elow
(OFF) P

104148

NG> REPLACE SECURITY COURTESY SWITCH
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CHECK WIRE HARNESS
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Disconnect the T4 ECU connector.
Disconnect the E3 switch connector.

Measure the resistance between
connectors.
Standard:

the wire harness side

Tester Connection

Specified Condition

T4-34 (DSWH) - E3-1

Below 1 Q

NG>

CONNECTOR

REPAIR OR REPLACE HARNESS AND

3 [CHECK WIRE HARNESS

(SECURITY COURTESY SWITCH - BODY GROUND)
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Disconnect the E3 switch connector.
Measure the resistance between the wire harness side

connector and body ground.
Standard:

Tester Connection

Specified Condition

E3-2 - Body ground

Below 1 Q

NG>

CONNECTOR

REPAIR OR REPLACE HARNESS AND

REPLACE THEFT WARNING ECU ASSY
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