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POWER SOURCE CIRCUIT (STEREO COMPONENT AMPLIFIER

ASSY)

CIRCUIT DESCRIPTION

This circuit provides the power to the stereo component amplifier assy.
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INSPECTION PROCEDURE

1 INSPECT RADIO RECEIVER ASSY

AMP+

139180

(@)

Measure the voltage according to the value in the table

below.
Standard:

Tester connection

Condition

Specified condition

AMP+ - Body ground

Radio receiver assy ON

10to 14V

REPLACE RADIO RECEIVER ASSY (SEE PAGE

NG>
67-6)

2 CHECK HARNESS AND CONNECTOR(RADIO RECEIVER ASSY - STEREO
COMPONENT AMPLIFIER ASSY)

JJ*

Radio Receiver Assy: %

139175

]
:
\>

139178
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(@) Disconnect the connectors from the radio receiver assy
and stereo component amplifier assy.
(b) Measure the resistance according to the values in the
table below.
Standard:
Tester connection Condition Specified condition
AMP+ - AMP+ Always Below 1 Q
AMP+ - Body ground Always 10 kQ or higher
REPLACE HARNESS OR

NG REPAIR OR
CONNECTOR
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3 INSPECT STEREO COMPONENT AMPLIFIER ASSY(+B, ACC, GND)

(@) Disconnect the connectors from the stereo component
®) amplifier assy.
(b) Measure the resistance according to the values in the
— table below.
A i Standarql. ] _ ]
[ ) g ester connection Condition Specified condition
ENENEEEN GND - Body ground Always Below 1 Q
W (c) Measure the voltage according to the values in the table
p 139176 below.
Standard:
Tester connection Condition Specified condition
+B - GND Always 10t0 14V
ACC - GND Ignition SW ACC 10to 14V
NG> REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-1632)
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