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DIAGNOSTICS - CRUISE CONTROL SYSTEM
DTC CHECK/CLEAR
1. DTC CHECK (USING SST CHECK WIRE)
(@ Using SST check wire, connect terminals TC and CG of
the DLCS3.
SST 09843-18040
(b)  Turn the ignition switch to the ON position.
C52361
Normal System Code (c) Read and record any DTCs from the CRUISE main indi-
0.25 sec. cator light on the combination meter. As examples, refer
0.25 sec. to the chart on the left for the indications of the normal sys-
tem code and code 52.
ON (d) Refer to the Diagnostic Trouble Code Chart (see page
I 05-2153 ) for DTC information.
2. DTC CLEAR (USING SST CHECK WIRE)
OFF (@) Remove the battery cable or ECU-IG fuse.
Code 52
0.5 sec.
0.5 sec. e %sec 25 sec.
[ - /
ON
OFF | L LU
Code 52 103610
3. DTC CHECK (USING HAND-HELD TESTER)
(@) Connect the hand-held tester to the DLCS3.
(b)  Turn the ignition switch to the ON position.
(c) Read the DTCs on the tester screen.
4, DTC CLEAR (USING HAND-HELD TESTER)
(@) Connect the hand-held tester to the DLCS3.
(b)  Turn the ignition switch to the ON position.
(c) Clear the DTCs following the prompts on the tester
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screen.
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