
(Three-Dimensional Distance)

Symbol Name Hole dia. Symbol Name Hole dia.

mm (in.)

A, a

B, b

C, c

D

E, e

G, g

Front fender installation nut-front

Front spring support hole-inner

Front fender installation nut-rear

Cowl top inner panel standard hole

Front side member standard hole

Radiator upper support installation nut

6 (0.24) nut

11 (0.43)

6 (0.24) nut

8 (0.31)

18 (0.71)

6 (0.24) nut

H, h

I

J, j

K, k

L, l

M, m

N, n

—

Front crossmember side gusset standard hole

Hood lock support installation nut

Front bumper reinforcement installation nut

Radiator upper support installation nut

Radiator support standard hole

Front Fender apron to cowl side member standard hole

Hood hinge installation nut-rear

—

15 (0.59)

6 (0.24) nut

10 (0.39) nut

6 (0.24) nut

10 (0.39)

10 (0.39)

8 (0.31) nut

—

Front side member standard holeF, f

C-N
or D-E D-e H-h L-l

c-n

106 988 985 860 1,461
(4.17) (38.90) (38.78) (33.86) (57.52)

Vehicle Dimensions

RH : 18 (0.71)

LH : 13 (0.51)

A, a G, g N, n

756 724 858
(29.76) (28.50) (33.78)

Height from lmaginary Standard Line

HINT: For symbols, capital letters indicate right side of vehicle,
small letters indicate left side of vehicle (seen from rear).

1,479
(58.23)

709
(27.91)

1,612
(63.46)

1,562
(61.50) 555

(21.85) 1,289
(50.75)848

(33.39)
289

(11.38)
526

(20.71)

1,068
(42.05)

1,462
(57.56)1,418

(55.83) 936
(36.85)

848
(33.39)

702
(27.64) 1,062

(41.81) 1,064
(41.89)

712
(28.03)851

(33.50)

334
(13.15) 682

(26.85)

996
(39.21) 648

(25.51)

580
(22.83)

1,036
(40.79)

531
(20.91)
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