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DIAGNOSTICS - ABS WITH EBD & BA & TRAC & VSC SYSTEM

TC AND CG TERMINAL CIRCUIT

0SF1X-07

CIRCUIT DESCRIPTION

Connecting terminals TC and CG of the DLC3 causes the ECU to display the DTC by flashing the ABS warn-
ing light.
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INSPECTION PROCEDURE

1 INSPECT DLC3 TERMINAL VOLTAGE(DLC3 TERMINAL VOLTAGE)

TC

CG

C52361

(@ Turn the ignition switch to the ON position.
(b) Measure the voltage according to the value(s) in the table
below.
Standard:
Tester Connection Specified Condition
D3-13 (TC) - D3-4 (CG) 10to 14V

NG> Goto step 4

2 CHECK HARNESS AND CONNECTOR(ECM - DLC3)

Wire Harness View
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(@) Disconnect the ECM connector.
(b) Measure the resistance according to the value(s) in the
table below.
Standard:
Tester Connection Specified Condition
E5-20 (TC) - D3-13 (TC) Below 1 Q

(c) Measure the resistance according to the value(s) in the
table below.
Standard:
Tester Connection Specified Condition
D3-13 (TC) - Body ground 10 kQ or higher

CONNECTOR

NG> REPAIR OR REPLACE HARNESS OR
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3 | CHECK HARNESS AND CONNECTOR(ECM - SKID CONTROL ECU)

Skid Control ECU
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(@ Disconnect the skid control ECU connector and the ECM

ENG-

ECM

connector.
(b) Measure the resistance according to the value(s) in the
table below.
Standard:
Tester Connection Specified Condition
E5-24 (ENG+) - S27-9 (ENG+) Below 1 Q
E5-30 (ENG-) - S27-23 (ENG-) Below 1 Q

(c) Measure the resistance according to the value(s) in the

table below.
Standard:

Tester Connection

Specified Condition

S27-9 (ENG+) - Body ground

10 kQ or higher

G26436

S27-23 (ENG-) - Body ground

10 kQ or higher

NG REPAIR OR
CONNECTOR

REPLACE

HARNESS OR

REPLACE ABS & TRACTION ACTUATOR ASSY (SEE PAGE 32-37)

4 | CHECK HARNESS AND CONNECTOR(DLC 3 - BODY GROUND)

CG

C52361

(@) Disconnect the skid control ECU connector.
(b) Measure the resistance according to the value(s) in the

table below.
Standard:

Tester Connection

Specified Condition

D3-4 (CG) - Body ground

Below 1 Q

NG REPAIR OR REPLACE HARNESS OR
CONNECTOR
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5 | CHECK HARNESS AND CONNECTOR(ECM - DLC3)
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(@)
(b)

Disconnect the ECM connector.
Measure the resistance according to the value(s) in the

table below.
Standard:

Tester Connection

Specified Condition

E5-20 (TC) - D3-13 (TC)

Below 1 Q

(€)

Measure the resistance according to the value(s) in the

table below.
Standard:

Tester Connection

Specified Condition

D3-13 (TC) - Body ground

10 kQ or higher

NG REPAIR OR
CONNECTOR

REPLACE HARNESS OR
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6 | CHECK HARNESS AND CONNECTOR(ECM - SKID CONTROL ECU)

Skid Control ECU @ (@ Disconnect the skid control ECU connector and the ECM
(harness side connector) connector.
ENG+ (b) Measure the resistance according to the value(s) in the
! table below.
172 [3]4]5]6]7[8]90[1[12[1314[15[16 i
Em p 1713192021999%9495%9/&&&} Standard:
[33]34]35[36]37]38]38]40[41]42]43]44]45]486] Tester Connection Specified Condition
E5-24 (ENG+) - S27-9 (ENG+) Below 1 Q
ENG- E5-30 (ENG-) - S27-23 (ENG-) Below 1 Q
ECM (c) Measure the resistance according to the value(s) in the
table below.
Standard:

Tester Connection

Specified Condition

S27-9 (ENG+) - Body ground

10 kQ or higher

S27-23 (ENG-) - Body ground

10 kQ or higher

626436 NG REPAIR OR REPLACE HARNESS OR
CONNECTOR

REPLACE ABS & TRACTION ACTUATOR ASSY (SEE PAGE 32-37)
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