05-748
DIAGNOSTICS - TIRE PRESSURE WARNING SYSTEM 0510202

STOP LAMP SWITCH CIRCUIT

CIRCUIT DESCRIPTION
When the stop lamp switch is ON (brake pedal depressed), the skid control ECU suspends the tire pressure
warning system.
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TIRE PRESSURE WARNING SYSTEM

INSPECTION PROCEDURE

1 CHECK STOP LAMP SWITCH OPERATION

(@ Check that the stop lamp comes on when the brake pedal is depressed, and goes off when the brake
pedal is released.

OK:
Stop lamp functions normally.

NG> Go to step 3

2 CHECK HARNESS AND CONNECTOR(BRAKE ACTUATOR ASSY - STOP LAMP
SWITCH ASSY) (SEE PAGE 01-36)
Wire Harness Side: STP (a) Disconnect the brake actuator assy connector.
m (b) Measure the voltage according to the value(s) in the table
) =N below.
@ Standard:
1] 2 I@L‘;Ifg{;};I;{;I;ﬁ{;g};ﬁi 3{;:|;:|;§{ Switch condition Tester connection Specified condition
[ea[s4[es]ee]aaefasfaolai[ac]ecfefac[ee] Brake pedal depressed 882277-_?372 ((SG-II—\IPI; 1-) 10to 14V
$27-27 (STP) -
GND1 Brake pedal released $27.32 ((GNII)>1) Below 1.5V
F45562

NG REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-740)

3 |CHECK REAR COMBINATION LAMP ASSY LH

NG> REPLACE REAR COMBINATION LAMP ASSY
LH
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DIAGNOSTICS TIRE PRESSURE WARNING SYSTEM

4 INSPECT STOP LAMP SWITCH ASSY

H

Stop Lamp Switch Assy:

(@) Disconnect the stop lamp switch assy S15 connector.

)

Free Pushed In

2 1 (b) Measure the resistance according to the value(s) in the
table below.
Standard:
Switch condition Tester connection Specified condition
Switch pin free 1-2 Below 1 Q
Switch pin pushed in 1-2 10 kQ or higher

F45894 NG> REPLACE STOP LAMP SWITCH ASSY

5 CHECK HARNESS AND CONNECTOR(BRAKE ACTUATOR ASSY - STOP LAMP
SWITCH ASSY) (SEE PAGE 01-36)
Wire Harness Side: STP (a) Connect the stop lamp switch assy S15 connector.
m (b) Disconnect the brake actuator assy connector.
S =\ (c) Measure the voltage according to the value(s) in the table
@ below.
1| 2 | bt Standard:

[33]34]3s]ac[s7]3e]acfaofu 1]424a[a4]45]4e]

GND1

Switch condition Tester connection Specified condition
Brake pedal depressed 8822772372 ((ZLPS 1_) 10to 14V
F45562 Brake pedal released 8822772372 ((ZLPS 1_) Below 1.5 V
NG> REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-740)
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