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ENGINE HOOD/DOOR -

BACK DOOR

ADJUSTMENT

HINT:

=

Centering Bolt Standard Bolt

7501Z-04

Centering bolts are used to mount the door hinge to the
vehicle body and door. The door cannot be adjusted with
the centering bolts on. Substitute the centering bolts with
standard bolts (w/ washers) when making adjustments.
A bolt without a torque specification is shown in the stan-
dard bolt chart (see page 03-2).

T B77635
1. INSPECT BACK DOOR PANEL SUB-ASSY
(@) Check that the clearance is within the standard value.
Standard A: 5.9 to 8.9 mm (0.232 to 0.350 in.)
B: 5.8 to 8.8 mm (0.228 to 0.346 in.)
C: 3.8t0 6.8 mm (0.150 to 0.268 in.)
D: 2.5t0 0.5 mm (0.039 to 0.059 in.)
Y B51542 B79656
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ADJUST BACK DOOR PANEL SUB-ASSY

Adjust the door by loosening the door side hinge bolts.
Tighten the door side hinge bolts after the adjustment.
Torque:

8.0 NI (82 kgf [@m, 71 in. [Ibf) for door side

Adjust the door by loosening the body side hinge nuts.
Tighten the body side hinge nuts after the adjustment.
Torque:

19.5 Nl (199 kgf [@m, 14 ft [Ibf) for body side
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(e)
(f)

(@)

Check that the door fit and door linkage are adjusted cor-

rectly.

Adjust the striker by loosening the striker mounting

SCrews.

Torque: 23 N [h (235 kgf [@m, 17 ft [bf)

Using a plastic hammer, tap the striker for adjustment.
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