DIAGNOSTICS - ELECTRONIC CONTROLLED AUTOMATIC 05-893
TRANSAXLE [ECT] (U241E/U140F)

05F2Z-05

INITIALIZATION

1. RESET MEMORY

CAUTION:

Perform the RESET MEMORY (AT initialization) when replacing the automatic transaxle assy, engine

assy or ECM.

NOTICE:

Hand-held tester only

HINT:

The ECM memorizes the condition that the ECT controls the automatic transaxle assy and engine assy ac-
cording to those characteristics. Therefore, when the automatic transaxle assy, engine assy, or ECM has
been replaced, it is necessary to reset the memory so that the ECM can memaorize the new information.
Reset procedure is as follows.

(@ Turn the ignition switch off.

(b) Connect the hand-held tester to the DLC3.

(c) Turn the ignition switch to the ON position and push the hand-held tester main switch on.

(d) Select the item "DIAGNOSIS/ENHANCED OBD II”.

(e) Perform the reset memory procedure from the ENGINE menu.
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05-894

DIAGNOSTICS

ELECTRONIC CONTROLLED AUTOMATIC
TRANSAXLE [ECT] (U241E/U140F)

CAUTION:

After performing the RESET MEMORY, be sure to perform the ROAD TEST (see page 05-887 ) de-

scribed earlier.
HINT:

The ECM is learned by performing the ROAD TEST.

Tester menu flow:

DIAGNOSTIC MENU
ENGINE

: DATA LIST
: DTC INFO

: ACTIVE TEST

: SNAPSHOT

: SYSTEM CHECK

8 : CHECK MODE

O B W N -

[ENTER]

RESET MEMORY
NOTICE

DO NOT USE THIS
FUNCTION UNLESS
INSTRUCTED BY
REPAIR MANUAL

ONLY USE AFTER
REPLACING THE ENGINE
, AUTO TARNS, or ECM
ON CERTAIN VEHICLES.

[AUTO]

RESET MEMORY

EXECUTING THIS
FUNCTION WILL RESET
THE LEARNED VALUES

IN THE ECM.

DO YOU WISH TO

RESET THE ECM ?

[YES] to CONTINUE
[NO] to EXIT

[YES]

RESET MEMORY

RESETTING COMPLETE

PRESS [ENTER]
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