05-2112
DIAGNOSTICS - CAN COMMUNICATION SYSTEM —

CHECK CAN BUS LINES FOR SHORT CIRCUIT

CIRCUIT DESCRIPTION

The CAN bus lines are considered to be shorted when the resistance between terminals 6 (CANH) and 14
(CANL) of the DLC3 is below 54 Q.

Symptom Trouble Area

e Short in CAN bus lines
Resistance between terminals 6 (CANH) and 14 (CANL) of | « Skid control ECU
DLC3 is below 54 Q. « Steering sensor

* Yaw rate sensor
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DIAGNOSTICS - CAN COMMUNICATION SYSTEM

INSPECTION PROCEDURE
1 |CHECK CAN BUS LINES FOR SHORT(DLC3 SUB BUS LINE)

_ (@ Turn the ignition switch to the LOCK position.
Junction Connector: (b) Disconnect the wire harness connector (J16) from the
junction connector.

G25476 G26430

Measure the resistance according to the value(s) in the

(c)
DLC3:
CANH table below.
N

Standard:

Tester connection Condition Specified value
D§361£1C(AC’\£_’L)L; Ignition SW OFF 1 MQ or more
G25474 CANL
81825 626206 NG REPAIR OR REPLACE DLC3 SUB BUS LINE OR
CONNECTOR (CAN-H, CAN-L)

2 | CHECK CAN BUS LINES FOR SHORT(SKID CONTROL ECU - JUNCTION
CONNECTOR)

Skid Control ECU (@) Disconnect the connector (S27) from the skid control

Connector Front ECU.
View: @ (b) Measure the resistance according to the value(s) in the
[Q] / table below.
; Standard:
> | BIAfs]el7 e o [o]riafifialislie] Tester connection Condition Specified value

17[18]19]20]21[22]23]24]25 |6 [27]28]29]30]
[ 10 1[ 10 I| 827-11 (CANH) -
[33[34]35]36[37]38[30 [40[4h [42]43]44]45[46] S27-25 (CANL)

H T CANL eeorzs| HINT:

Check the wire harness connector connected to the junction

connector while disconnecting it.

NG \ | REPAIR OR REPLACE CAN MAIN BUS LINE OR
CONNECTOR (CAN-H, CAN-L)

Ignition SW OFF 1 MQ or more
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DIAGNOSTICS - CAN COMMUNICATION SYSTEM

3 INSPECT SKID CONTROL ECU WITH ACTUATOR(CANH - CANL)

_ (@) Measure the resistance according to the value(s) in the
Skid Control ECU: table below
CANH Standard:
=== N\ Tester connection Condition Specified value
16(15[14[13[12[11|10|9 |8 |7 6|5 |4 |3|| 2 | 1 11 (CANH) - 25 (CANL) Ignition SW OFF 108 t0 132 Q
3029282726/2524232221 20[19118[17| [ 3 [
[46(4544]43[42]41[40]30]38]37]36[3534[33]
\ 7
/ T
cesioe CANL 628087 NG \ | REPLACE SKID CONTROL ECU WITH
ACTUATOR (SEE PAGE 32-37)

4 | CHECK CAN BUS LINES FOR SHORT(STEERING SENSOR - JUNCTION
CONNECTOR)

Steering Sensor Wire Harness View: (a) Disconnect the connector (S14) from the steering sensor.
Measure the resistance according to the value(s) in the

(b)
table below.
Standard:
@ Tester connection Condition Specified value

S14-10 (CANH) -

@ $14-9 (CANL) Ignition SW OFF 1 MQ or more

CANH ELITITT1LS HINT:
4001 CANL W c2210] Check the wire harness connector connected to the junction

connector while disconnecting it.
NG> REPAIR OR REPLACE STEERING SENSOR

SUB BUS LINE OR CONNECTOR (CAN-H,
CAN-L)

5 INSPECT STEERING SENSOR(CANH - CANL)
Steering Sensor: (@) Measure the resistance according to the value(s) in the
table below.
Standard:
Tester connection Condition Specified value
10 (CANH) - 9 (CANL) Ignition SW OFF 108 t0 132 Q
fiole[eT7 6 (5 4[3[2[1]
I
ec2sa75 CANH CANL
624692 626209 NG REPLACE STEERING SENSOR
(SEE PAGE 32-48)
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6 | CHECK CAN BUS LINES FOR SHORT(YAW RATE SENSOR SUB BUS LINE)

connector while disconnecting it.

vaw Rate Sensor Connector (@) Disconnect the connector (Y1) from the yaw rate sensor.
Front View: (b) Measure the resistance according to the value(s) in the
@ table below.
CANL CANH Standard:
Tester connection Condition Specified value
Y1-3 (CANH) - ,
Y1-2 (CANL) Ignition SW OFF 1 MQ or more
HINT:

H szs3s0| Check the wire harness connector connected to the junction

NG REPAIR OR REPLACE YAW RATE SENSOR SUB
BUS LINE OR CONNECTOR (CAN-H, CAN-L)

REPLACE YAW RATE SENSOR (SEE PAGE 32-46)
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