05-832

DIAGNOSTICS - ABS WITH EBD & BA & TRAC & VSC SYSTEM oo
DTC C1249/49 | OPEN CIRCUIT IN STOP LIGHT SWITCH
CIRCUIT
CIRCUIT DESCRIPTION

This circuit recognizes brake operation by sending a stop lamp signal to the skid control ECU.

¢ When the brake pedal load sensing switch is on, the mas-
ter cylinder pressure is 2MPa or more and the decelera-
tion calculated from the vehicle speed is 0.2 G or more,
the stop lamp switch is off for 2 seconds or more.

DTC No. DTC Detecting Condition Trouble Area
All the following conditions continues for at least 0.3 se-
conds.
¢ IG1 terminal voltage is between 9.5 and 17.2 V.
¢ Open in stop switch circuit. * Stop lamp bulb
C1249/49 « Stop lamp switch

* Stop lamp switch circuit
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INSPECTION PROCEDURE
1 |CHECK STOP LAMP SWITCH OPERATION

(@) Check that the stop light comes on when the brake pedal is depressed and goes off when the brake
pedal is released.

HINT:

Check the stop lamp bulb as it may have burnt out.
Standard: Stop lamp switch function is normal.

NG> Goto step 4

2 INSPECT SKID CONTROL ECU TERMINAL VOLTAGE(STP TERMINAL)

Skid Control ECU (@) Disconnect the skid control ECU connector.
(harness side connector@ (b) Measure the voltage according to the value(s) in the table
below.
1121 [3]4]5]6]7]8]9 [10[11[12[13[14[15]16 Standard:
17]18[19]20|21/22]23(24]25]26(27|28129[30 _ _ — - _
31|32 Tester Connection Switch condition Specified Condition
(33[34]35[36(37]38[39]40]41(42]43(44[45146| S27.27 (5TP) -
Body ground Brake pedal depressed 8to 14V
27-27 (STP) -
STP S Body éiun?ﬁ Brake pedal released Below 1V
T G24767

NG> Gotostep 5

3 RECONFIRM DTC

(@) Clear the DTCs(see page 05-765).
(b)  Turn the ignition switch to the ON position.
(c) Are the same DTCs detected? (see page 05-765).

NO> PROCEED TO NEXT CIRCUIT INSPECTION

SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-786 )

YES

REPLACE ABS & TRACTION ACTUATOR ASSY (SEE PAGE 32-37)
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4 INSPECT STOP LAMP SWITCH ASSY
Stop Lamp Switch Assy (@) Disconnect the s.top lamp switch assy connector. _
) (b) Measure the resistance according to the value(s) in the
! table below.
< Standard:
H|H Switch condition Tester connection Specified condition
) Switch pin free 1-2 Below 1 Q
Switch pin pushed in 1-2 10 kQ or higher
Free Pushed In
NG> REPLACE STOP LAMP SWITCH ASSY
N F47536

5 | CHECK HARNESS AND CONNECTOR(STOP LAMP SWITCH - SKID CONTROL

ECU)
Skid Control ECU (@) Disconnect the stop lamp switch connector and skid con-
(harness side connector@ trol ECU connector.
(b) Measure the resistance according to the value(s) in the
table below.
1121 [3]4]5]6]7]8]9 [0[11[12[13[14[15[16 Standard:
31| 32| (17118[19]20]2122]23]24]25/26(27]26]29/30 Tester Connection Specified Condition
[33]34[35[36]37]38[39[40[4142]43]44[45146] $27-27 (STP) - S15-1 (STP) Below 1 Q
STP
Stop Lamp Switch
(harness side connector)
C ]
1 L 2
STP 3 D all;
G25017
C82562 G26188
NG REPAIR OR REPLACE HARNESS OR
CONNECTOR
REPLACE ABS & TRACTION ACTUATOR ASSY(SEE PAGE 32-37)
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