05-2026
DIAGNOSTICS

THEFT DETERRENT SYSTEM

05225:06

ECU POWER SOURCE CIRCUIT

CIRCUIT DESCRIPTION

This circuit provides power to operate the theft deterrent (warning) ECU.
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DIAGNOSTICS

05-2027

THEFT DETERRENT SYSTEM

INSPECTION PROCEDURE

1 CHECK THEFT WARNING ECU ASSY (ECU-B)

(@ Remove the ECU-B fuse from the engine room J/B.

(b) Measure the resistance.
Standard: Below 1 Q

OK>

PROCEED TO NEXT CIRCUIT INSPECTION
SHOWN IN PROBLEM SYMPTOMS TABLE

2 CHECK WIRE HARNESS (POWER SOURCE)

[1]2]3]4][5]6]7[8]a10[11]12[13[14]15[16[1718[19]20]
[21]22]23[24[25]2627 |28[29[30]31]32[33]34]35]36]37]3839]40]

[ 1 T ]

Wire Harness Side (@) Disconnect the T4 ECU connector.
(b) Measure the voltage of the wire harness side connector.
T4 Standard:
Theft Warning ECU Assy , — =
Tester Connection Specified Condition
@ T4-2 (+B1) - T4-29 (E) 10t0 14 V

B63408 N G >

REPAIR OR REPLACE HARNESS AND

CONNECTOR

3 | CHECK THEFT WARNING ECU ASSY (GROUND)

Wire Harness Side (@) Disconnect the T5 ECU connector.
(b) Measure the resistance between the wire harness side
T4 connector and body ground.
Theft Warning ECU Assy Standard:
@ Tester Connection Specified Condition
[1]2]3]4]5]6]7 8]0 [10fi[r2[13[1a[15[16[17]18[1g]20] T4-2 (+B1) - Body ground Below 1 Q
[21]22[23[24]25]26]27 o8[29]30[31]32]33[34[35]36 |37 38[39]40) T4-29 (E) - Body ground Below 1 Q

[ 1 T ]
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NG REPAIR OR REPLACE HARNESS AND
CONNECTOR
PROCEED TO NEXT CIRCUIT INSPECTION
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