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DIAGNOSTICS - SFI SYSTEM (2AZ-FE)
REGISTRATION
NOTICE:
The Vehicle Identification Number (VIN) must be input into the replaced ECM.
HINT:

The VIN is a 17-digit alphanumeric vehicle identification number. A hand-held tester is required to register

the VIN.

1. DESCRIPTION

This registration section consists of three parts, Input Instructions, Read VIN and Write VIN.

(@) Input Instructions: Explains the general VIN input instructions using a hand-held tester.

(b) Read VIN: Explains the VIN reading process in a flowchart. This process allows the VIN stored in the
ECM to be read, in order to confirm that the two VINs, provided with the vehicle and stored in the ve-
hicle’s ECM, are the same.

(c) Write VIN: Explains the VIN writing process in a flowchart. This process allows the VIN to be input into
the ECM. If the ECM is changed, or the VINs do not match, the VIN can be registered, or overwritten
in the ECM by following this procedure.

2. INPUT INSTRUCTIONS

(@) Hand-held tester
(1) The arrow buttons (UP, DOWN, RIGHT and LEFT) and numerical buttons (0 to 9) are used, in

order to input the VIN.

(b) Cursor Operation
(1) To move the cursor around the tester screen, press the RIGHT and LEFT buttons.

(c) Alphabetical Character Input
(1) Press the UP and DOWN buttons to select the desired alphabetical character.

(2) Atfter selection, the cursor should move.

(d)  Numeric Character Input
(1) Press the numerical button corresponding to the number that you want to input.

(2) Atfter input, the cursor should move.

HINT:

Numerical characters can be selected by using the UP and DOWN buttons.

(e) Correction
(1) When correcting the input character(s), put the cursor onto the character using the RIGHT or

LEFT button.
(2) Select or input the correct character using the UP/DOWN buttons, or the numerical buttons.

(H  Finishing Input Operation
(1) Make sure that the input VIN matches the vehicle VIN after input.

(2) Press the ENTER button on the tester.
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3. READ VIN (Vehicle Identification Number)
(@ Read VIN using a hand-held tester.

READ:
START
Confirm vehicle VIN

Preparation:

1. Connect hand-held tester to DLC3

2. Turn ignition switch to ON

3. Turn tester ON
Hand-held tester operation:
1. Select DIAGNOSIS
2. Select ENHANCED OBD I
3. Select VIN

Menu Screen: *
VIN | Select VIN READ
2. VIN WRITE
Y DTC P0630 Set Y VIN Previously Stored Y VIN Not Stored
ERROR ERROR
DTC P0630 was detected. ECM does not respond the VIN.
[ VIN 1
P0630 [VIN Not Programmed N Possible cause:
or Mismatch - ECM/PCM] 1: VIN is not written yet.
2: Vehicle does not support this
Please input the VIN. 17-d|g|t VIN function.
displayed
PRESS [EXIT] PRESS [EXIT] PRESS [EXIT]
[EXIT] [EXIT] [EXIT]

To Menu Screen
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4.
(@)

WRITE VIN

Write VIN using the hand-held tester.

Write:
START

/

Confirm vehicle VIN

Preparation:
1. Connect hand-held tester to DLC3
2. Turn ignition switch to ON

3. Turn tester ON

Hand-held tester operation:
1. Select DIAGNOSIS

2. Select ENHANCED OBD |I
3. Select VIN

Menu Screen: *

VIN

1. VIN READ ——

| __— Select VIN WRITE

Y

CONFIRMATION

This function will erase the
DTCs automatically after
writing the VIN.

Do you wish to continue?

[YES]

VIN Previously Stored

NOTICE
This function overwrites the
following VIN with a new VIN.

[ VIN \]

Do you wish to continue? \

[YES] to Continue
[NO] to EXIT

17-digit VIN displayed

[YES] or [NO]
[NO] [YES]
[YES]
To Menu -
Screen '

Continued on next page
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Continued from previous page

New Registration

CONFIRMATION

Vehicle is stopped.

Engine is not running.

PRESS [ENTER]

[ENTER]

Input Instructions

SET NEW VIN
VIN input method

Press [RIGHT]/[LEFT] to shift
the cursor right/left.
Press [UP]/[DOWN] to

increase/decrease value.

Or, input digit with the 10 key

PRESS [ENTER]

[ENTER]

Input a new VIN

If you want to clear the VIN,
press [NO] key.

PRESS [ENTER]

[ENTER]

NOW WRITING

¢ Input Error

INPUT ERROR

Your VIN is incorrect.
Please enter the VIN again.

[EXIT] to RETURN

[EXIT]

WRITING COMPLETE

The following VIN has been
written correctly.

The DTCs have been erased

' Writing Succeeded

¢ Writing Error

WRITING FAILED

Turn IG OFF, then ON.
Please try again.

¢ Communication Error

COMMUNICATION ERROR

Turn IG OFF, then ON.

correctly.
PRESS [ENTER] PRESS [EXIT] PRESS [EXIT]
[ENTER] [EXIT] [EXIT]

To Menu Screen
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