70-28
WINDSHIELD/WINDOWGLASS/MIRROR -

POWER MIRROR CONTROL SYSTEM

INSPECTION

70025-04

. . . 1. INSPECT OUTER MIRROR SWITCH ASSY
Left/Right Adjustment Switch SPEC OU. . © S . c
(@ Inspect the mirror switch continuity.
(1) Turn to the left/right adjustment switch to the L posi-
tion.
Inspect the left side mirror switch continuity.
Mirror Tester connection Switch position Specified condition
Switch - OFF No continuity
4-8 .
6o 7 UP Continuity
47 o
68 DOWN Continuity
58 o
6o 7 LEFT Continuity
5.7 o
6o 8 RIGHT Continuity
[ 1
'":'Jﬁlﬂﬂ“" If the continuity is not as specified, replace the switch.
LTIy, [ (2) Turn to the left/right adjustment switch to the R posi-
tion.
16 ¢ \1 Inspect the right side mirror switch continuity.
Y B50553 Tester connection Switch position Specified condition
- OFF No continuity
3-8 o
6o 7 UP Continuity
3-7 o
68 DOWN Continuity
2-8 o
6o 7 LEFT Continuity
2.7 o
6o 8 RIGHT Continuity

If the continuity is not as specified, replace the switch.
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WINDSHIELD/WINDOWGLASS/MIRROR POWER MIRROR CONTROL SYSTEM

2. INSPECT OUTER REAR VIEW MIRROR ASSY RH
(@) Inspect operation of the mirror motor.
Battery connection Mirror operation
Positive (+) - 6
21 Negative (-) - 5 Upward
6|5 |4 Positive (+) - 5
Negative (-) - 6 Downward
Positive (+) - 4
Negative (-) - 5 Left
B64823 Positive (+) - 5 _
Negative (-) - 4 Right
(b) Check operation of the mirror heater.
(1) Check the mirror between terminals 7 and 8 of the
connector.
Standard: continuity
(2) Check that the mirror is warmed up when connect-
ing the battery positive (+) to terminal 7 and the bat-
tery negative (-) to terminal 8 of the connector.
3. INSPECT OUTER REAR VIEW MIRROR ASSY LH
(@) Inspect operation of the mirror motor.
Battery connection Mirror position
Positive (+) - 6
211 Negative () - 5 Turn upward
615]4 ,\Tg;:ixz(a -56 Turn downward
Positive (+) - 4
Negative (-) - 5 Turn left
B64823 Positive (+) - 5 i
Negative (-) - 4 Turn right
(b) Check operation of the mirror heater.
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(1) Check the mirror between terminals 7 and 8 of the
connector.

Standard: continuity

(2) Check that the mirror is warmed up when connect-
ing the battery positive (+) to terminal 7 and the bat-
tery negative (-) to terminal 8 of the connector.
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