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TIRE PRESSURE WARNING RESET SWITCH CIRCUIT

CIRCUIT DESCRIPTION
Receiving the signal from the tire pressure warning reset switch, the skid control ECU indicates initialization
of the tire pressure warning system.
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INSPECTION PROCEDURE
1 |CHECK TIRE PRESSURE WARNING RESET SWITCH (SEE PAGE 05-737)

OK:
Tire pressure warning reset switch functions normally.

NG> Go to step 2

CORRECT TIRE PRESSURE TO THE SPECIFIED PRESSURE, THEN INITIALIZE THE SYSTEM
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2 INSPECT TIRE PRESSURE WARNING RESET SWITCH

Tire Pressure Warning Reset Switch: (@) Disconnect the tire pressure warning reset switch P22
connector.
(b) Measure the resistance according to the value(s) in the
table below.
Standard:
@ ON Switch condition Specified condition
[0) 9E1\ ON Below 1 Q
OFF s 1 OFF 10 kQ or higher
P F44158

SWITCH

NG> REPLACE TIRE PRESSURE WARNING RESET

3 | CHECK HARNESS AND CONNECTOR(TIRE PRESSURE WARNING RESET
SWITCH - BRAKE ACTUATOR ASSY) (SEE PAGE 01-36)

$27-32 (GND1)

Wire Harness Side: (&) Reconnect the tire pressure warning reset switch P22
m connector.
@ S =\ (b) Disconnect the brake actuator assy connector.
(c) Measure the resistance according to the value(s) in the
[3]4]5]s]7[8]o[to[r[12]ta[[15]1e] table below.
[17]18]19]20[21]22]23]24[25] 26] 27]28]29]30]
Standard:
[es]a¢[ss]3e[a]sefac]4ofa J42[ea[aaas[4e]
Switch condition Tester connection Specified condition
ON S27-41 (INIT) - Below 1 O
GND1 INIT 45562 $27-32 (GND1)
OFF S27-41 (INIT) -

10 kQ or higher

NG REPAIR OR REPLACE HARNESS AND
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE

(SEE PAGE 05-740)
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