05-809

DIAGNOSTICS - ABS WITH EBD & BA & TRAC & VSC SYSTEM 05CDS19
DTC C0278/11 | OPEN CIRCUIT IN ABS SOLENOID RELAY
CIRCUIT

DTC C0279/12 | SHORT CIRCUIT IN ABS SOLENOID RELAY
CIRCUIT

CIRCUIT DESCRIPTION

The ABS solenoid relay is built in the ABS & TRACTION Actuator assy. This relay supplies power to each
ABS solenoid. If the initial check is OK, after the ignition switch is turned to the ON position, the relay goes
on.

DTC No. DTC Detecting Condition Trouble Area

When any of the following (1 to 2) is detected:
(1) All the following conditions continues for at least 0.2

seconds.
i * ABS No.1 fuse
*1G voltage is between 9.5 and 17.2 V. - ABS SOL rgla
C0278/11 * Relay contact is open when the relay is ON. « ABS SOL relaz sireut
[ iti i forat| 2
S;.)Célrl, ;r:a following conditions continues for at least 0 « ABS & TRAC actuator

«1G voltage is 9.5 V or less when the relay is ON.
« Relay contact remains open.

* ABS No.1 fuse
* ABS SOL relay
¢ ABS SOL relay circuit
* ABS & TRAC actuator

The following condition continue for at least 0.2 seconds.
C0279/12 * Relay contact is closed immediately after turning IG switch
to the ON position when the relay is OFF.
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INSPECTION PROCEDURE

1 INSPECT FUSE(ABS1 FUSE)
(@ Remove ABSL1 fuse from the FL BLOCK.
FL BLOCK (b) Check continuity of ABS1 fuse.
Standard:
| ABS No.2 fuse | Below 1 Q (Continuity)
L oooo pon
ABS1 NG CHECK FOR SHORT IN ALL HARNESS AND
CONNECTOR CONNECTED TO FUSE AND
Y F40458 REPLACE FUSE

2 INSPECT SKID CONTROL ECU CONNECTOR(+BS TERMINAL VOLTAGE)

Skid Control ECU (@) Disconnect the skid control ECU connector.
GND1 () Measure the voltage according to the value(s) in the table
112 J8]4]5]6]7]8[9[10[11[12[13}14[15[16 below.
5135 L1Z118119120]21[22[23(24]25126127128]29[30 Standard:
138i%4136136:37138130140| 4114214314414546) Tester Connection Specified Condition
+BS S27-31 (+BS) - $27-32 (GND1) 10t0 14V
NG Gotostep 4

T G24767 > p

3 RECONFIRM DTC

(@ Clear the DTCs (see page 05-765).

(b)  Turn the ignition switch to the ON position.

(c) Are the same DTCs recorded?

NOTICE:

When replacing ABS & TRACTION ACTUATOR ASSY, perform zero point calibration

(see page 05-765).
NO> PROCEED TO NEXT CIRCUIT

(SEE PAGE 05-786 )

INSPECTION

SHOWN IN PROBLEM SYMPTOMS TABLE

YES

REPLACE ABS & TRACTION ACTUATOR ASSY (SEE PAGE 32-37)
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4 INSPECT SKID CONTROL ECU CONNECTOR(GND TERMINAL CONTINUITY)

Skid Control ECU (522 (@) Disconnect the skid control ECU connector.
(harness side connector) (b) Measure the resistance according to the value(s) in the
GND1 table below.
1121 /814]5]6]7[8]9 [10[11[12[13[14[15[16 Standard:
17]18[19[20[21]22[23]24]25(26[27]28]20[30
31132 Tester Connection Specified Condition
133134135136/37135/30140141142143144]4546) S$27-32 (GND1) - Body ground Below 1 Q
T 624767 NG REPAIR OR REPLACE HARNESS OR
CONNECTOR

5 RECONFIRM DTC

(@) Clear the DTCs (see page 05-765).
(b)  Turn the ignition switch to the ON position.

(c) Are the same DTCs recorded? (see page 05-765).
HINT:

It is suspect that the DTCs output was caused by the poor connection of the connector terminal.

NO> PROCEED TO NEXT CIRCUIT INSPECTION

SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-786 )

YES

REPLACE ABS & TRACTION ACTUATOR ASSY (SEE PAGE 32-37)
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