
EM09W–02

A02231

HoodAir Cleaner and
Intake Air Connector
Assembly

V–Bank Cover

Air Cleaner Inlet
Battery Clamp
Cover

Battery Hold–Down
Clamp

MAF Meter
Connector PS Air

Hose

Positive Cable
from Engine
WireAccelerator Cable

Upper Radiator Support

Radiator Assembly

Lower Radiator Support

Fan and Fluid Coupling
Assembly

Engine Mount Member
Bracket Plate

ECT Switch Connector
for A/C Cooling Fan

Battery

Battery
Insulator

Lower Front Suspension
Member Protector

Engine Under Cover

Generator
Drive Belt

x 8

x 7

Oil Pun Protector

x 11

EVAP Hose
PCV Hose
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A02234

Grove Compartment

ECM Connector

Cowl Wire
Connector

Under Cover

Engine Wire Grommet Heater Hose
Brake Booster Vacuum Hose

Fuel Inlet Hose

Ground
Strap

Oil Pressure Switch
Connector

Wire Bracket

Generator Wire

Generator
Connector

Engine Oil
Level Sensor
Connector

Ground
Strap
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A02235

Engine and Transmission Assembly

Rear Engine Mounting
Member

ABS Actuator

� Gasket

Wire Bracket

A/C Compressor
Connector

Rear Center Floor
Crossmember Brace

�

Adjusting Washer

Propeller Shaft

Front Center Floor
Crossmember Brace

Heat Insulator
for Rear Side of
Front Exhaust Pipe

RH Heat Insulator for
Front Side of Front Exhaust Pipe

Front Exhaust Pipe

Heated Oxygen Sensor
(Bank 1 Sensor 2)

Center Exhaust Pipe

Pipe
Support
Bracket

PS Pump

Wire Clamp

A/C Compressor Stay

Adjusting Washer

� Gasket

�

� Gasket
�

�

�

� Gasket

LH Heat Insulator for
Front Side of Front
Exhaust Pipe

� Gasket

� Gasket

� Non–reusable part

Ground Cable

�

61.8 (630, 46)

� 61.8 (630, 46)

�

43.1 (440, 32)

43.1 (440, 32)

13.5 (135, 10)

25 (250, 19)

Heated Oxygen Sensor
(Bank 2 Sensor 2)

N·m (kgf·cm, ft·lbf) : Specified Torque
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A02236

PNP Switch connector

VSS Connector

Solenoid
Connector

Direct Clutch
Speed Sensor
Connector

Transmission

Oil Cooler Pipe
for Transmission

Stay

Oil Dipstick and Guide
for Transmission

� O–Ring

Flywheel Housing Under Cover

Front spacer

Drive Plate

Rear Plate

� Precoated part

Engine

Stay

Stay

x 6

� Non–reusable part

Clamp

Clamp

Clamp Clamp

414 (420, 30)

83 (850, 61)
x 8

N·m (kgf·cm, ft·lbf) : Specified Torque

EM–76
–ENGINE MECHANICAL ENGINE UNIT

1258Author�: Date�:

2000 LEXUS LS400   (RM717U)


