BODY ELECTRICAL — IGNITION SWITCH AND KEY UNLOCK WARNING BE-33

SWITCH
BE0BB01
INSPECTION
1. INSPECT IGNITION SWITCH CONTINUITY
Switch position Tester connection Specified condition
LOCK - No continuity
ACC 2-3 Continuity
ON 2-3-4 Continuity
6-7
N11771 START 1-2-4 Continuity
6-7-8

If continuity is not as specified, replace the switch.

2. INSPECT IGNITION SWITCH CIRCUIT

Connect the switch connector and inspect the connector on the
wire harness side from the back side, as shown.

If circuit is not as specified, inspect the switch and circuits con-
nected to other parts.

N11771

Tester connection Condition Specified condition
1- Ground Ignition switch turned to START Battery positive voltage
2 — Ground Constant Battery positive voltage
3 - Ground Ignition switch turned to ACC or ON Battery positive voltage
4 — Ground Ignition switch turned to ON Battery positive voltage
6 — Ground Ignition switch turned to ON Battery positive voltage
7 — Ground Constant Battery positive voltage
8- Ground Ignition switch turned to START Battery positive voltage

3. INSPECT KEY UNLOCK WARNING SWITCH CONTI-

NUITY
'ﬁl Switch position Tester connection Specified condition
= OFF No continuit
- nur
m (Ignition key removed) Y
ON 1-2 Continuit
- nul
(Ignition key set) Y

If continuity is not as specified, replace the switch.
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4, INSPECT KEY UNLOCK WARNING SWITCH CIRCUIT
Connect the switch connector and inspect the connector on the
wire harness side from the back side, as shown.

Tester connection Condition Specified condition
2 — Ground Ignition key removed No continuity
2 — Ground Ignition key set Continuity
1 - Ground Constant Continuity

2000 LEXUS LS400 (RM717UV)

If circuit is not as specified, inspect the switch or wire harness.

Author :

Date :

1897



